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§193.2601

be kept for a period of not less than
five years.

[Amdt. 193-17, 656 FR 10960, Mar. 1, 2000, as
amended by Amdt. 193-18, 69 FR 11337, Mar.
10, 2004]

Subpart G—Maintenance

SOURCE: Amdt. 193-2, 45 FR 70407, Oct. 23,
1980, unless otherwise noted.

§193.2601 Scope.

This subpart prescribes requirements
for maintaining components at LNG
plants.

§193.2603 General.

(a) BEach component in service, in-
cluding its support system, must be
maintained in a condition that is com-
patible with its operational or safety
purpose by repair, replacement, or
other means.

(b) An operator may not place, re-
turn, or continue in service any compo-
nent which is not maintained in ac-
cordance with this subpart.

(c) Bach component taken out of
service must be identified in the
records kept under §193.2639.

(d) If a safety device is taken out of
service for maintenance, the compo-
nent being served by the device must
be taken out of service unless the same
safety function is provided by an alter-
nate means.

(e) If the inadvertent operation of a
component taken out of service could
cause a hazardous condition, that com-
ponent must have a tag attached to the
controls bearing the words ‘“‘do not op-
erate” or words of comparable mean-
ing.

§193.2605 Maintenance procedures.

(a) Each operator shall determine
and perform, consistent with generally
accepted engineering practice, the peri-
odic inspections or tests needed to
meet the applicable requirements of
this subpart and to verify that compo-
nents meet the maintenance standards
prescribed by this subpart.

(b) Each operator shall follow one or
more manuals of written procedures for
the maintenance of each component,
including any required corrosion con-
trol. The procedures must include:
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(1) The details of the inspections or
tests determined under paragraph (a) of
this section and their frequency of per-
formance; and

(2) A description of other actions nec-
essary to maintain the LNG plant ac-
cording to the requirements of this
subpart.

(c) Each operator shall include in the
manual required by paragraph (b) of
this section instructions enabling per-
sonnel who perform operation and
maintenance activities to recognize
conditions that potentially may be
safety-related conditions that are sub-
ject to the reporting requirements of
§191.23 of this subchapter.

[Amdt. 193-2, 45 FR 70407, Oct. 23, 1980, as
amended by Amdt. 193-5, 53 FR 24950, July 1,
1988; 53 FR 26560, July 13, 1988; Amdt. 193-18,
69 FR 11337, Mar. 10, 2004]

§193.2607 Foreign material.

(a) The presence of foreign material,
contaminants, or ice shall be avoided
or controlled to maintain the oper-
ational safety of each component.

(b) LNG plant grounds must be free
from rubbish, debris, and other mate-
rial which present a fire hazard. Grass
areas on the LNG plant grounds must
be maintained in a manner that does
not present a fire hazard.

§193.2609 Support systems.

Each support system or foundation of
each component must be inspected for
any detrimental change that could im-
pair support.

§193.2611 Fire protection.

(a) Maintenance activities on fire
control equipment must be scheduled
so that a minimum of equipment is
taken out of service at any one time
and is returned to service in a reason-
able period of time.

(b) Access routes for movement of
fire control equipment within each
LNG plant must be maintained to rea-
sonably provide for use in all weather
conditions.

§193.2613 Aucxiliary power sources.

Each auxiliary power source must be
tested monthly to check its oper-
ational capability and tested annually
for capacity. The capacity test must
take into account the power needed to
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